
3G Transmitter Comparison

Feature 2GΩ/3G
(705PoE)

2GΩ/3G+
(715PoE)

2GΩ/3G SDI
(725PoE)

3G
(707PoE)

3G+HIFI
(717HIFI)

3G+AVP
(718AVP)

1080p & lower resolution support      

4K @ 60Hz resolution support   

Video Input Format HDMI HDMI SDI HDMI HDMI HDMI

Instant-Seamless Switching      

HDMI pass-through    

All audio including Dolby Atmos    

5.1 Dolby Digital to stereo down-
mix capability 

Mic-in/Line-in ports 

Stereo audio extraction with audio 
delay   

RS232 & IR* Control      

CEC over IP    

USB over IP  

Image Pull - Snapshot Video      

All 3D Formats Supported      

Rackmount Option 747PoE 749AVP

Wall Plate Option 717WP2 718WP4

*IR control requires use of IRD - IR Dongle

3G Receiver Comparison

Feature 2GΩ/3G
(505PoE)

2GΩ/3G+
(515PoE)

3G
(508PoE)

3G Daisy-Chain
(509PoE)

3G+AVP
(518AVP)

1080p & lower resolution support     

4k resolution support   

Instant-Seamless Switching     

Integrated video scaler     

Video Wall with Rotation     

All audio including Dolby Atmos     

Stereo audio extraction with audio delay  

RS232 & IR* Control     

CEC over IP     

USB over IP  

Network Out Port 

Image Play - Push, Pull, Pop     

On Screen Display API     

All 3D Formats Supported     

*IR control requires use of IRD - IR Dongle
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3G PRODUCT COMPARISON
MIX AND MATCH ANY MODEL OF 3G TRANSMITTER AND RECEIVER IN THE SAME
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